




GIGACRETE HAS A SOLUTION THAT IS FASTER TO 
CONSTRUCT THAN WOOD OR MASONRY AT 

NO EXTRA COSTS

ÅIT IS A STEEL FRAMED BUILDING BUT ERECTED IN A SIMPLER WAY UTILIZING 
LOW SKILLED LABOR 

ÅBUILDING WITH MINIMUM R-28 RIGID EPS INSULATION FIRST

ÅTHE EPS FOAM DETERMINES WHERE THE STEEL COMPONENTS DROP IN AND 
CONNECT WITH BOTTOM AND TOP TRACKS.  

ÅFINALLY EXTREME PERFORMANCE COATINGS ARE APPLIED OVER THE 
INSULATED PANELS CREATING A COMPOSITE SYSTEM  
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ELIMINATES AND OFFERS 

Å NO WOOD
Å NO PORTLAND CEMENT  
Å NO GYPSUM BOARD
Å NO SILICA SAND
Å WILL NOT SUPPORT MOLD OR MILDEW
Å CAN BE HOSED DOWN AFTER A FLOOD
Å SUPER INSULATED OVER 50% ENERGY SAVINGS
Å SEISMIC ZONE 4 EARTHQUAKE RESISTANT
Å FIRE RESISTANT
Å CREATES NEW UNSKILLED LABOR JOBS
Å ENVIRONMENTALLY FRIENDLY
Å 100% RECYCLABLE
Å LOW JOBSITE WASTE
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Structural Steel Studs slide into pre-cut foam shapes

Pre-engineered, ICC approved galvanized double steel studs make 

patented connectors precut for accuracy and no jobsite waste. Hurricane 

and seismic tie down anchors connect the roof into the foundation.

Note: Double 2x4 stud 
panel to panel connectors  
equals 4x4 construction

Note: Continuous steel all-
thread connects the roof 
trusses through the panels 
and into the foundation

Tapcon screws each side 

TRUSS 
CONNECTION TO  

FOUNDATION
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Å PREMANUFACTURED SHAPES

Å Insulation panels are cnc-cut to 
accept the structural steel       

Å No measuring, already squared 
and aligned

Å Unskilled labor drop in studs and 
screw through the foam to make 
the stud to track connections 

There are only 3 shapes

ÅStraight panels

Åά/έ ŦƻǊ ŎƻǊƴŜǊǎ 

Åά¢έ ŦƻǊ ƛƴǘŜǊǎŜŎǘƛƴƎ ǿŀƭƭǎ  

12X12 CORNER

1FT-2FT-3FT-4FT PANELS

18X12 TEE

VERTICAL ELECTRICAL CONDUITS
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Conduits are pre cut into panels on 

both sides of each stud location 

ready to pull down wiring from above.

Install electrical conduits and wires for outlets and switches
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Å Using a hotwire cutter, install plumbing and 
vent lines and bond in-place with fire rated 
PU foam supplied in the premanufactured 
building kit

Å Plumbing is now locked in place and 
insulated from heat or freezing

Å No more drilling and clipping lines to studs
Å Faster installation times equals big savings
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NO OTHER BUILDING SYSTEM OFFERS 
CATEGORY 5 HURRICANE CODE APPROVED, 
FIRE-RATED, THERMALLY BROKEN AND 
WATERPROOF CHARACTERISTICS!

No thermal bridging means 50% - 60% ENERGY 
SAVINGS, so half the number of solar panelsor 
other energy sources are required to remain 
independent of the power grid


